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SpecificaƟon Sheet 

In applicaƟons including; boilers, furnaces, wood stoves, wood inserts, fireplaces, heaƟng devices, and other appliances, parts must be used consistently with original equip‐
ment manufacturers specificaƟons, design, funcƟon and operaƟon.    

Improper installaƟon or use of this product could result in a fire, smoke inhalaƟon or carbon monoxide poisoning.  Products should be installed by a licensed and cerƟfied 
technician in compliance with all naƟonal, state and local codes.  Products should be inspected annually by a licensed and cerƟfied technician for wear, briƩleness, cracking or 
crumbling, and replaced as necessary.  Lynn Manufacturing, Inc. recommends installers cerƟfied by NFI, CSIA or NORA.   

Never work on a piece of equipment or touch the fibrous product when it is hot, as the product may show no visible signs of heat from glowing or smoking. 

Lynn Manufacturing, Inc offers hundreds of products with many applicaƟons.  Determining whether the product is a fit for the parƟcular purpose and suitable for an applica‐
Ɵon is the sole responsibility of the purchaser/installer.    

In no event shall Lynn Manufacturing, Inc be liable for any damages to property or life arising from or connected with the use of this product.   
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ApplicaƟon, InstallaƟon and Use Warning: 

V1119 

Two‐part carbon forms lisƟng all necessary checkpoints for a complete evaluaƟon. 

Industry standard form for oil heat technicians to use when servicing and evaluaƟng heaƟng equipment. 

Contains combusƟon test details, and heaƟng system evaluaƟon checklist. 

Dimensions: 9” x 4”. 

HeaƟng System EvaluaƟon Forms, Oil‐fired Boiler and Furnace, 50 

sheets/pad, 6008 


